
SPRING�CALIPERS
AND�DIVIDERS�SERIES

Unit:mm

TypeSize
1051-0301

1051-0302

1051-0303

1051-0304

1051-0311

1051-0312

1051-0313

1051-0314

1051-0321

1051-0322

1051-0323

1051-0324

1051-0325

150/6"

200/8"

250/10"

300/12"

150/6"

200/8"

250/10"

300/12"

100/4"

150/6"

200/8"

250/10"

300/12"

outside

outside

outside

outside

inside

inside

inside

inside

divider

divider

divider

divider

divider

Outside�Spring�Caliper/Inside�Spring�Caliper/Spring�Divider

Spring�Divider�—�Fully�hardened�and�tempered�joints,�spring,�washers�and�divider�points
Outside�Spring�Caliper�—�Contact�ends�fully�rounded�to�give�accurate�dimensions
Inside�Spring�Caliper�—�Ends�fully�rounded�to�give�accurate�contact�with�a�workpiece
Measuring�and�transferring�precise�dimensions�and�for�various�measurements

Precise�fine�adjustment�due�to�solid�nut
Made�of�top-grade�high�carbon�steel
Quick,�positive�adjustment

Centrally�located�adjustment�screw�to�ensure�smooth�action

Code�Quick�Action�Type
1051-1010

1050-1015

1051-1020

1051-1025

1051-4010

1050-4015

1051-4020

1051-4025

1051-5005

1051-5010

1050-5015

1051-5020

1051-5025

Code�Normal�Type

Divider

Outside

Intside

WELDING�GAUGE
BORN IN ITALY, RAISED BY THE WORLD

COMPARATIVE�MEASURING�GAUGESCOMPARATIVE�MEASURING�GAUGES BORN�IN�ITALY,�RAISED�BY�THE�WORLD

Unit:mm

Code Range L A B D

5921-0005

3-5/1/8"-1/5"

5-7.5/1/5"-3/10"

7.5-10/3/10"-2/5"

10-13/2/5"-1/2"

76

78

88

92

22

24

28

32

53

53

59

59

φ5

φ5

φ6

Measuring�range:�3-5�mm,�5-7,5�mm,�7,5-10�mm,�10-13�mm
Used�with�an�outside�micrometer�for�measuring�inside�diameter�of�bores
Gaging�surface�is�fully�hardened�to�ensure�long�tool�life�
Extra�long�for�gaging�deep�and�shallow�holes,�slots,�and�similar�workpieces�
Satin�chrome�finish

L
B

D
A

Adjustment�Screw

Step�1 Step�2

φ6



MARKING�BLACK
Precision�Layout�Solution

8511-0065 Metric 90mm*170mm*1.25mm

3.5"*6.7"*0.05"Inch

Metric

Inch

Multigauge
single�piece

Marking�Black
set

Combination�Kit/

8511-0066

1804-1405

1804-1406

Code Product Size

0.3mm-3.0mm

10�-�40TPI

M3�-�M20

No�5-3/4"

0.8mm�-�2.5mm

0.024"�-�0.25"

Pitches Hole�Dia.�For�Bolt Slot�for�Wire�and�WasherStyle

Can�be�ordered�independently

Remark

Black�lines�&�figures�against�
the�sand�blasted�finish

LASER-ENGRAVING�SCALE

BLACK�ANODIZED
Protective�anti-rust�coating

Gage�Holes
Measure�the�Major�Diameter�of�Bolt

Bolt�Length
Measure��Length

Gage�Leg
Quick-Check�Perpendicularity

Slot�Size
Measure�Bore�Diameter

Gage�Holes
Select�Right�Size�Drills

Pitch�Size
Measure�the�Thread

CNC�MACHINED
High�accuracy��&��High�repeatability�&
Grounded�measuring�face

60°�70°�80°�90°�angle�measuring
Seam�crown�height�inspection
Fillet�weld�throat�size�inspection
Made�of�stainless�steel,�hardened�and�ground�
LCD�display�with�clear�reading,�zero-setting�at�any�position
On/O�ffbutton,�reading�switchable�mm/inch�
With�data�outputUnit:mm

Code

8531-0005

Angles

60°,70°,80°,90°

Range*Graduation

20x0.1

Used�to�check�the�height�of�weld�seam,�thickness�
of�fillet�weld,�bevel�angle,�etc
Made�of�stainless�steel,�polished
Measuring�range:�20mm
Slide�with�clamping�screw

WELDING�GAUGE DIGITAL�WELDING�GAUGE

Crown�height�0-10mm AngleFillet�weld�throat�size�0-20mm

Unit:mm

Code Resolution Accuracy

8530-1005 0.01/0.0005"/1/128"

Range

0-10/0-20 ±0.03

Ba
ttery

+
CR2032

in
F

mm

���

WELDING�GAUGESBORN�IN�ITALY,�RAISED�BY�THE�WORLD WELDING�GAUGES



Unit:mm

Code Measurement Range Graduation Accuracy

8511-0015

Leg�Length

Leg�Height

Crown�Height

Throat�size

Angle

Gap

Length

0-10

0-20

0-10

0-10

90°-150°

1-3

0-40

1

1

1

1

5°

1

1

±0.5

±0.5

±0.5

±0.5

±1°

±0.5

±0.5

Automatic�weld�size�measuring
For�accurate�calibration�of�butt�and�fillet�type�welds
Check�the�throat�of�fillet�weld�to �determine�the�leg�size�of�the�fillet�weld��

Made�of�stainless�steel,�hardened�and�ground�
Stain�chrome�plated�surface

WELDING�GAUGE

Bridge�cam�gauge�is�a�unique,�versatile�instrument�for�the�inspection�of�welded�surfaces�and�joints
Made�of�high�quality�stainless�steel,�this�gauge�is�durable�and�not�easily�scratched
Gauge�surface�is�clearly�laser�etched�which�is�wear-resisting�and�ensures�a�clear�reading
Used�to�measure�angle�of�preparation(0�to�60degree),�excess�weld�metal�(capping�size),�depth�of��
undercut,�fillet�weld�throat�size,�fillet�leg�length,�misalignment�(high-low),�and�linear�measurements��
up�to�50mm(2�inches)
Stain�chrome�finish�surface

BRIDGE�CAM�WELDING�GAUGE�

Unit:mm

Code Measurement Range Graduation Accuracy

8511-0030

Crown�height

fillet�weld�leg�height

misalignment(high-low)

undercut�depth

fillet�weld�throat�size

angle�of�preparation

Length

0-25(0-1")

0-25(0-1")

0-25(0-1")

0-2(0-1/8")

0-60°

0-20(0-3/4")

0-60(0-2")

1(1/16")

1(1/16")

1(1/16")

1(1/16")

1(1/16")

5°

1(1/16")

±0.5

±0.5

±0.5

±0.5

±0.5

±1°

±0.5
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For�accurate�calibration�of�butt�and�fillet�type�welds
Used�to�measure�reinforcement,�fillet�convexity�/�concavity�throat�and�leg�length
Made�of�stainless�steel,�hardened�and�ground
Stain�chrome�finish�surface

Unit:mm

Code Measurement Range Graduation Accuracy

8511-0020

fillet�weld�size

weld�bead�height

Effective�welding�size�of�convex�weld

Effective�welding�size�of�concave�weld

0-20

0-3

0-20

0-20

1

_

1

1

±0.5

±0.5

±0.5

±0.5

WELDING�GAUGE

Measure�internal�alignment�of�pipe�after��fit-up�alignment,�cuts�radiographic�rejects

Measure�internal�misalignment�of�pipe�before�and�after�tacking

With�opposite�movable�measuring�jaws
For�pipe�welds�up�to�35�mm�wall�thickness

Made�of�stainless�steel,�hardened�and�ground,�polished�surfaces
With�reading�window,�with�fixing�screw Unit:mm

Code Measurement Range Graduation Accuracy

8511-0025

bevel�on�end�preparation
pipe�wall�thickness
internal�misalignment
crown�height
distance�between�two�
marking�lines�of�socket�weld
fillet�weld�height

37.5°
0-45(0-1-3/4")
0-30(0-1-1/4")
0-35(0-1-3/8")
11-61(7/16"-
2-13/32")
0-30(0-1-1/4")

±1°
±0.5
±0.5
±0.5

±0.5

±0.5

_
1(1/16")
1(1/32")
1(1/32")

1(1/16")

1(1/32")

WELDING�GAUGE

fillet�weld�size weld�bead�height

Effective�welding�size�
of�concave�weld

Effective�welding�size�
of�convex�weld

bevel�on�end
preparation

internal�misalignment distance�between�
two�marking�lines�
of�socket�weld�

fillet�weld�height

crown�height

pipe�wall�thickness

INDICATORINDICATOR BORN�IN�ITALY,�RAISED�BY�THE�WORLD
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